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	Dolphin Energy Limited

NOC Survey Form (Trial Pit & Surrounding Conditions)
	UTS-ENG-FM-00027

	
	
	Rev. A04 dated 03-May-2011



	NOC Survey #: ____________

	UTS-NSF-                      .
	
	Date:
	30-May-11

	Company Name.
:
	     
	UAE Address
:
	     
	 Facsimile No.
:
	     
	Off. Tel.  No.
:
	     

	Contact Name.
:
	     
	
	
	E-mail Address
:
	     
	Mobile No.
:
	     

	Project Name
:
	     
	Consultant
:
	     

	Pipeline Name.
:
	     
	NOC Reference
:
	UTS-NOC-
	NOC Issue Date
:
	30-May-11
	NOC Expiry Date
:
	30-May-11


	Survey Details:

	*UTM Coordinates Used
:
	 FORMCHECKBOX 

Narwan UTM Zone 40
	 FORMCHECKBOX 

WGS 84 UTM Zone 40
	 FORMCHECKBOX 

Dubai Local TM

	Pipeline KP
	*UTM Coordinates
	Ground Level Elevation
	Top of Pipe Elevation
	Bottom of Pipe Elevation
	**Soil Type
	***Pipe Coating Condition
	****Soil Compaction Condition
	Remarks

	
	East
	North
	
	
	
	
	
	
	

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     


	Dolphin Energy Limited:
	Contractor:

	NOC Inspector Name:
	
	Signature:
	
	Date:
	
	Surveyor Name:
	
	Signature:
	
	Date:
	

	     
	     
	     
	     
	     
	     

	Note: 
Page    of    
1) The Contractor shall get the NOC Inspector signature after the trial pit is ready for survey.
2) The signed NOC Survey Form shall be submitted with the construction NOC Request to Technical Services, Dolphin HQ – Abu Dhabi. 
3) The trial pit(s) back filling is up to first 300mm above the buried pipeline, top of pipeline shall be soft sand, and shall be under the supervision of NOC Inspector
Options:  [**Soil Types:  1=Sandy, 2=Silty, 3=Rocky, 4=Sabkha, 5=Clay]  /  [***Pipe Coating:  A=Acceptable, R=Required Repair] / [****Soil Compaction:  A=Acceptable, R=Required Repair]


© This document is the property of Dolphin Energy Ltd.  No part of this document may be reproduced or transmitted in any form or by any means, or used for any purpose other than that which it is specifically furnished without the written consent of Dolphin Energy Ltd.
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